
Lastik tipi tanımlayıcısı Lastik sınıfı C3

Yuvarlanma gürültüsü sınıfı Yuvarlanma gürültüsü değeri 70 dB

Tedarikçi adresi QA Operations, Via del Fosso de l Salceto 

13/15, 00128 Rome, IT

Ek bilgiler IPC 13463

Buzlu yol koşullarına uygunluk Hayır

Üretim başlama tarihi (hafta/yıl) 27/18

Üretim bitiş tarihi (hafta/yıl) -

Islak yol tutuş sınıfı B

A

Zorlu kar koşullarına uygunluk Evet

Yük kapasite indeksi 136

Yük tipi 138

Yakıt verimlilik sınıfı C

13463

Lastik ebat tanımı 265/70 R17.5

Hız kapasite sembolü M 130 km/h

Ürün Bilgi Formu
Yönetmelik (AB) 2020/740

Üretici veya marka adı BRIDGESTONE

Ürünün ticari adı R-STEER 002



Product Information Sheet
Delegated Regulation (EU) 2020/740

Supplier name or trademark BRIDGESTONE

Commercial name or trade designation R-STEER 002

Tyre type identifier Tyre class 13463 C3

Tyre size designation 265/70 R17.5

Speed category symbol M 130 km/h

Load-capacity index (for single mounting) 138

Load-capacity index (for dual mounting) 136

Fuel efficiency class C

Wet grip class B

External rolling noise class External rolling noise value A 70 dB

Tyre for use in severe snow conditions Yes

Load-capacity index for Additional Service Description
(for single mounting)

-

Load-capacity index for Additional Service Description
(for dual mounting)

-

Speed category symbol (for Additional Service Descrip-
tion)

Date of start of production (Week / Year) 27/18

Date of end of production (Week / Year) -

Supplier's address
QA Operations, Via del Fosso de
l Salceto 13/15, 00128 Rome, IT

Additional information IPC 13463
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